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Complete y guarde una copia del PDF. * indica campos obligatorios. Seleccione «Por confirmar» si no conoce el dato. Esta ficha sirve
para revisión técnica y no certifica la idoneidad del producto.

01 Producto y solicitud

Nombre del producto *

Modelo del producto * Tipo de ficha

02 Medio y condiciones del proceso

Proyecto / etiqueta Cantidad (entero o por confirmar) *

Nombre del medio / material * Estado del medio *

Presión del proceso
Mínimo Normal * Máximo Unidad *

Referencia de presión *

Temperatura del proceso
Mínimo Normal * Máximo Unidad *

03 Medición y datos principales

Sobrepresión / picos de presión y unidad

Pulsaciones / cambios rápidos Material de las partes mojadas

04 Instalación e interfaces

Conexión al proceso Salida / comunicación
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04 Instalación e interfaces (continuación)

Alimentación y unidad Entorno de instalación

Temperatura ambiente
Mínimo Normal Máximo Unidad

Zona peligrosa / protección Precisión / repetibilidad y unidad

05 Contacto y datos por confirmar

Empresa / organización Nombre del contacto *

Correo electrónico / teléfono * Entrega / plazo solicitado

Estado de revisión de los datos *

Condiciones, certificaciones, anexos y datos pendientes

Solicitud técnica editable; los datos desconocidos requieren revisión. 2 / 2

AC-20261014-02 | tools.doweston.cn

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

	dwac_95dcd4e4dcc575ab_product_title: Interruptor de nivel de horquilla (alta temperatura/presión)
	dwac_95dcd4e4dcc575ab_product_model: LSY-130
	dwac_95dcd4e4dcc575ab_category: Medición de presión
	dwac_95dcd4e4dcc575ab_project_reference: 
	dwac_95dcd4e4dcc575ab_quantity: 
	dwac_95dcd4e4dcc575ab_medium_name: 
	dwac_95dcd4e4dcc575ab_medium_phase: []
	dwac_95dcd4e4dcc575ab_process_pressure_min: 
	dwac_95dcd4e4dcc575ab_process_pressure_normal: 
	dwac_95dcd4e4dcc575ab_process_pressure_max: 
	dwac_95dcd4e4dcc575ab_process_pressure_unit: []
	dwac_95dcd4e4dcc575ab_process_pressure_reference: []
	dwac_95dcd4e4dcc575ab_process_temperature_min: 
	dwac_95dcd4e4dcc575ab_process_temperature_normal: 
	dwac_95dcd4e4dcc575ab_process_temperature_max: 
	dwac_95dcd4e4dcc575ab_process_temperature_unit: []
	dwac_95dcd4e4dcc575ab_overpressure: 
	dwac_95dcd4e4dcc575ab_pulsation: []
	dwac_95dcd4e4dcc575ab_wetted_material: 
	dwac_95dcd4e4dcc575ab_process_connection: []
	dwac_95dcd4e4dcc575ab_output_signal: []
	dwac_95dcd4e4dcc575ab_power_supply: 
	dwac_95dcd4e4dcc575ab_installation_location: []
	dwac_95dcd4e4dcc575ab_ambient_temperature_min: 
	dwac_95dcd4e4dcc575ab_ambient_temperature_normal: 
	dwac_95dcd4e4dcc575ab_ambient_temperature_max: 
	dwac_95dcd4e4dcc575ab_ambient_temperature_unit: []
	dwac_95dcd4e4dcc575ab_hazardous: []
	dwac_95dcd4e4dcc575ab_accuracy: 
	dwac_95dcd4e4dcc575ab_company: 
	dwac_95dcd4e4dcc575ab_contact_name: 
	dwac_95dcd4e4dcc575ab_contact_method: 
	dwac_95dcd4e4dcc575ab_requested_date: 
	dwac_95dcd4e4dcc575ab_review_status: []
	dwac_95dcd4e4dcc575ab_notes: 


